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HYPER GRINDER

REMOTE-CONTROLLED PROFESSIONAL GRINDER WITH 3 PLANETARY HEADS
A revolutionary grinding machine made in Italy, equipped with three heads of ø950mm and nine tool 
carrier plates of ø340mm for a total working width of 2720mm, the HGE 2700 is the advanced solution 
for large surface processing. It ensures impeccable sanding and impressive performance in terms of 
productivity and quality.

MAIN FEATURES: 
Unmatched maneuverability and agility.
Planetary gears with hardened steel transmission.
Integrated batteries for movement without electrical power.
Electronically adjustable working pressure.
Automatic tilting of the planetary heads for convenient, fast, and safe tool changes.
Capability to operate with 3, 2, or a single head.

HGE
2700

TECHNICAL DATA

Model Motor
Drive
Inverter

Volt Hertz Tool Speed Working Width Working Pressure Tool Size Water Tank
Dimensions 
(LxHxW cm)

Weight
Weight 
per 
Head

HGE 2700RX 3x25HP 3x18,5 kW 380-480 50/60 300-
1300 rpm

2720mm / 3 heads
1850mm / 2 heads
1024mm / 1 head 

Up to 440 kg per
 planetary head 9x340mm 80 lt 272x158x296 2104 Kg 350 Kg
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9 satellites of ø340mm with 
“Quick Attack” and “Quick 
Lock” system.

Planetary gear with 
hardened steel gears. 
No belts that could 
potentially break.

Satellites with special 
Anti-Shock joints that 
protect all moving parts 
in case of accidental 
impact.

ESTIMATED PRODUCTION
Concrete Polishing: 7 steps 65-143m2/h

Concrete Grinding: 1 step 65-143m2/h

Terrazzo Polishing: 5 steps 65-143m2/h

Resin Removal: 1 step 520-780m2/h

Paint Removal: 1 step 520-780m2/h

Marble Polishing: 5 steps 65-143m2/h

Granite Polishing: 7 steps 52-78m2/h

Note: The data may vary depending on surface 
conditions, tools used, operator proficiency, equipment, 
etc.

Volume Size Weight

HGE 2700RX 
with 1 head 5,2 m3 258x117x173 cm 1512 Kg

2nd head 2 m3 123x123x136 cm 419 Kg

3rd head 2 m3 123x123x136 cm 419 Kg

2.72 meters of working track Removable front wheel Adjustable working pressure



HYPER GRINDER
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HYPER GRINDER

The quick-release head system allows you to choose 
to work with 3, 2, or 1 head, depending on your needs.

QUICK-RELEASE HEAD SYSTEM



7SETTING NEW STANDARD

Quick-release head system

The integrated batteries of the traction 
motors allow the HGE 2700 to move even 
in the absence of electrical grid. Handling 
on the construction site or loading onto the 
van’s ramp is thus easy and fatigue-free 
for the operator, who controls everything 
via remote control. The removable third 
front wheel further reduces the bulk.

The quick-release head system allows 
easy transportation of the HGE 2700 with 
standard commercial vans, without the 
need for special transport or trucks.

HGE
2700



HYPER GRINDER

DEDICATED SAFETY DEVICE FOR MONITORING THE 
EMERGENCY CIRCUIT.
This device autonomously shuts down the machine in case of 
anomalies in the electrical system, preventing potential damage and 
repair costs.
HG HYPER GRINDER uses high-quality electrical components that 
comply with safety regulations.

SELECTOR TO LOCK THE INVERTER DOOR
This device prevents the door from opening before the electrical 
panel is turned off.

SAFETY RULES
The HGE series complies with safety standards Art. EN 60204-1

TRANSMISSION WITH HARDENED GEARS
100% planetary gearbox made of hardened metal without belts. The 
gear transmission system allows the machine to work continuously, 
maintaining high performance at all times. No downtime or pauses 
on the construction site due to belt breakage. Belt-driven planetary 
systems do not guarantee the same performance as gear-driven 
ones, and they are also prone to breakage during operation and 
require long repair times

Why choose
HGE SETTING  NEW 

STANDARDS

NO BELTS 
TO BREAK
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EMERGENCY AND SAFETY BUTTON
The emergency button immediately stops the motor and all “moving parts” 
(such as tools), preventing potential hazards.

WATER TANK OF 80 LITERS
The water tank is crucial during wet grinding. Many grinders on the market 
either lack a water tank or have a small one.

POWERFUL MOTORS
Three 25 HP motors also available in UL version. Voltage 380-450 volts. 
Amperage 32.

SAFETY SYSTEM RESTART
The new ignition (restart) after any shutdown cannot happen accidentally. 
Each restart must be active and not passive, for example, if an operator 
accidentally reconnects the power supply, the machine does not restart. 
To restart the machine, the operator must correctly follow all instructions. 
Even after shutting down with the emergency button, many machines 
on the market automatically start up again after reconnecting the power 
supply. If this happens accidentally while the operator is changing tools, 
the risk becomes very high.

SPRAYER
The sprayer kit allows for precise water dosage, minimizing waste.



HYPER GRINDER

ELECTRONICALLY ADJUSTABLE WORKING PRESSURE
Many machines lack an ELECTRONIC device and need to be manually 
adjusted or supplemented with additional weights. The HG HYPER 
GRINDER system allows for increased planetary rigidity, ensuring 
higher productivity and greater surface flatness.

WE PRIORITIZE STEEL
HGE grinders are designed to be very robust and reliable over time:
• Frame made of treated and painted steel.
• The planetary gearbox cover is made of ribbed metal and treated 
to protect against impacts. Many grinders have plastic covers that 
are prone to easy breakage, do not protect tools from impacts, and 
do not allow for flush wall grinding.

AUTONOMOUS MOVEMENT WITH INTEGRATED BATTERIES
The integrated batteries allow the machine to be moved even in the 
absence of an electrical grid. The powerful traction motors enable 
the machine to move even on irregular surfaces or with significant 
slopes, such as van ramps. Despite its imposing size, the HGE2700 
is incredibly easy to transport.

OPTIMIZED SUCTION SYSTEM
The three heads are connected to the vacuum cleaner to work dry 
and dust-free.

REMOVABLE FRONT WHEEL
The removable third front wheel offers the following advantages:
• Facilitates transport, loading, and unloading.
• It is very useful when working on highly irregular surfaces.
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2-YEAR WARRANTY
The WARRANTY for HGE grinders with “hour meter” is extended up to 2 
years or 600 hours. To receive the warranty extension, it will be necessary 
to follow the maintenance program at an authorized HG HYPER GRINDER 
workshop. The first maintenance must be performed within one year or 
500 hours of operation.

HGE
2700
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